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1. PRODUCT AND COMPANY IDENTIFICATION  
 
POLYONE CORPORATION  
 33587 Walker Road, Avon Lake, OH 44012 
 

 
Telephone : 1 (440) 930-1000 or 1 (866) POLYONE 
Emergency telephone 
number 

: CHEMTREC 1 -800-424-9300 (24hrs for spill, leak, fire, exposure 
or accident). 

 
Product name : YELLOW 129C UV LM 
Product code : CC10171519 
Chemical Name : Mixture 
CAS-No. : Mixture 
Product Use : Industrial Applications 

 
2. COMPOSITION/INFORMATION ON INGREDIENTS  

 
Components CAS-No. Weight percent 

Miscellaneous Irritant 0-13-5 5  -  10 
Barium sulfate 7727-43-7 1  -  5 
Silica, amorphous 7631-86-9 1  -  5 
Titanium dioxide 13463-67-7 1  -  5 
Antimony trioxide 1309-64-4 10  -  30 

 
3. HAZARDS IDENTIFICATION  

 

EMERGENCY OVERVIEW  
 

This mixture has not been evaluated as a whole. Information provided on the health effects of this 
product is based on individual components.  All ingredients are bound and potential for hazardous 
exposure as shipped is minimal.  However, some vapors may be released upon heating and the end-
user (fabricator) must take the necessary precautions (mechanical ventilation, respiratory protection, 
etc.) to protect employees from exposure.   
 

 
 
 

POTENTIAL HEALTH EFFECTS  
 
Routes of Exposure: : Inhalation, Ingestion, Skin contact 

 
Acute exposure 
 

Inhalation : Resin particles, like other inert materials, can be mechanically 
irritating.   

Ingestion : May be harmful if swallowed.   
Eyes : Resin particles, like other inert materials, are mechanically irritating to 

eyes.   


